
SCHUKO
Professional
The Power Plug



SCHUKO Professional
Features

Quick-Release fastener

UV, heat, frost resistant

Roll-over up to 4 tons

For the toughest  
mechanical strain

Anti-kink sleeve protects cable from 
breakage 

Voltage indicator

The only SCHUKO plug  
connection with IP54

Perfect connection of rubber and 
high-performance ELAMID

High-quality screw connection with 
fall out protection

Fast wiring thanks to large  
wiring space

Dust proof 
according to IP54

Handy and non-slip



ITEM NO. EAN WEIGHT
g / EACH PU

15291000 4011721163895 91 5

ITEM NO. EAN WEIGHT
g / EACH PU

1589200 4011721163925 166 5

ITEM NO. EAN WEIGHT
g / EACH PU

1589240 4011721163932 166 5

ITEM NO. EAN WEIGHT
g / EACH PU

1589260 4011721163949 166 5

ITEM NO. EAN WEIGHT
g / EACH PU

1529140 4011721163901 91 5

ITEM NO. EAN WEIGHT
g / EACH PU

1529160 4011721163918 91 5

SCHUKO Professional
The Power Plug

SCHUKO Professional  
Plug

with Twin Earthing System  
(German and French / Belgian standards)

splash-proof IP54 
16A 250V, DIN/VDE 0620 
for wires of up to 3 x 2,5 mm² 

SCHUKO Professional 
Connector 

with voltage indicator and  
self-closing lid 

splash-proof IP54
16A 250V
DIN/VDE 0620
for wires of up to 3 x 2,5 mm²
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